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ELECTRICIAN

MODELS ENTIRELY 

IN STAINLESS 

STEEL OR WITH 

BIMATERIAL HANDLE

3. Avoid contamination in other materials and the 
tendency to rusting in corrosive environments.
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1. Two models available: one entirely in stainless 
steel, and another with ergonomic and non-slip 
handle.

2. The models with bi-material handle have a hole for 
hanging.

4. Type, size and material triple marking for an easy 
and efficient identification of the screwdriver to be used.

A world developing exponentially fast, creates increasing needs on 
safety and technologically advanced applications.
EGA Master has developed a new range of stainless steel 
tools to provide solutions to some of these needs. 420 * 
stainless steel contributes to avoid contaminations, rusting 
and complying with clean room environment requirements.

SCREWDRIVERS
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POZIDRIV®*

38163 PZ0 60 75 40
38164 PZ1 80 90 80
38165 PZ2 100 110 120
38166 PZ3 150

120
190

38167 PZ4 200 270

38017 3 80
75

40
38018 4

100
60

38019 5 90 90
38020 6

150
110 130

38021 8

120

170
38022

10
200 200

38023 300 220
38024 12 200 260
38025 14 250 320

ELECTRICIAN

**For screws POZIDRIV® (European Ind. Serv. Ltd. registered trademark)

38158 PH0 60 75 30
38159 PH1 80 90 80
38160 PH2 100 110 120
38161 PH3 150

120
190

38162 PH4 200 270

PHILIPS

MATERIAL 420 Stainless steel
HARDNESS 38-48 HRc

 TENSILE STRENGTH  ≥ 635 N/mm2

TECHNICAL SPECIFICATIONS
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**For screws POZIDRIV® (European Ind. Serv. Ltd. registered trademark)

38031 PZ0 60 75 40
38032 PZ1 80 90 80
38033 PZ2 100 110 120
38034 PZ3 150

120
190

38035 PZ4 200 270

POZIDRIV®*

38026 PH0 60 75 30
38027 PH1 80 90 80
38028 PH2 100 110 120
38029 PH3 150

120
190

38030 PH4 200 270

PHILIPS

MATERIAL
BODY 420 Stainless steel

HANDLES Bimat
HARDNESS 38-48 HRc

 TENSILE STRENGTH  ≥ 635 N/mm2

TECHNICAL SPECIFICATIONS


